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(2) #AEY ARP i€l
:\windows\system32>arp -d i&FR ARP Cache Welcome to Wireshark

(1) E1$120.118.165.107 i

:\windows\system32>arp -a 258 ARP Cache Capture
+++using this filterl (1 Thost 120.118.165.107 vl |All interfaces shown ~ |
ANTET -
fME: 120.118.165.107 --- 0x10
S ey EFEAHE KETI [Broadcom NetXtreme Gigabit Ethernet Driver: Ei5iE 3 |(3) 2110 @ *
120.118.165.109 A& IPac-9e-17-81-32-38 Es VMware Virtual Ethernet Adapter: VMware Network Adapter VMnet8 A
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> Frame 141: 42 bytes on wire (336 bits), 42 bytes captured (336 bits) on interface @
4 Ethernet II, Src: HewlettP_@a:c1:17 (©0:25:b3:@a:c1:17), Dst: Broadcast (ff:ff:ff:ff:ff:ff)
» Destination: Broadcast (ff:ff:ff:ff:ff:ff)
> Source: HewlettP_@a:c1:17 (00:25:b3:0a:c1:17)
Type: ARP (@x0806)
4 Address Resolution Protocol (request)
Hardware type: Ethernet (1)
Protocol type: IPv4 (0x0800)

Hardwari 5%29: 6 > Frame 142: 60 bytes on wire (480 bits), 6@ bytes captured (480 bits) on interface o
Solpigreioall i 4 gthernet II, Src: Vmware_a2:ad:3e (00:0c:29:a2:ad:3e), Dst: HewlettP @a:c1:17 (00:2°

Opcode: request (1) 5 T lett TR +25:bh3:0a:c1:
sendep WAC addPess: Hesletts g > Destination: HewlettP_@a:c1:17 (00:25:b3:0a:c1:17)

Gonder TP aidirass: 150118 185, > Source: Vmware_a2:ad:3e (00:0c:29:a2:ad:3e)
Target MAC address: 00:00:00 00 Type: ARP (0x0806)
Target IP address: 120.118.165. Padding: ©00000000000000000000B02000C0V000000

4 Address Resolution Protocol (reply)
Hardware type: Ethernet (1)
Protocol type: IPv4 (0x0800)
Hardware size: 6
Protocol size: 4
Opcode: reply (2)
Sender MAC address: Vmware_a2:ad:3e (©0:0c:29:a2:ad:3e)
Sender IP address: 120.118.165.191
Target MAC address: HewlettP_@a:c1:17 (00:25:b3:0a:c1:17)
Target IP address: 120.118.165.107
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